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Globe Gontrol Valve

VALVES

Pneumatically Operated, for medium
up to +120°C, Connection1/2"t0 21/2”
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EXPERT IN PROCESS VALVE

GENERAL FEATURES

o T-type valve with flat-seat design;
¢ Range available from 1/2”to 2”(DN15~DN50) in the double acting N.O. and double acting N.C. versions;
¢ Control the actutaor by the external pilot gas;
o Suitable for a variety of fluids: through the selection of different valve body material and sealing material, can be used in air, oil,

gasoline, vacuum and a wide range of fluids;
« Valve body material brass and Gunmetal.
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. ‘ . Acting type L )
Series Typ?nic:?“c:i?tor Port size S Single acting Thread type _SO|972>(()2ISO¥)§|VG “
actuatlér ﬂ_;%,_ D |Double acting Blank | BSP(G) 0 S.S parts
020 . N NPT SV1A
3 A 025 1 Control Function I SV1B|
—— 032 114 NO |Normally Open _ R | PTRe sV1C
— o 040 | 1-172 NC Normally Closed 3/2-way solenoid valve
,, 3V1-06
ﬂ 2 DA |Liberty (double acting) Seal/Seat
) Seal | Seat | SV2
Actuator Size Blank | NBR PTFE
Standard Actuator Size mm B1 NBR VITON 3/2-way solenoid valve
A DX23-06/08 S
20 2532 Vi VIT.ON PTFE brass body ‘«3"
DN15 28, Body material L <&
DN20 25,32,40 Blank 584#-3 Brass SV5 .’
DN25 32,40 W'
DN32 40,50,63 3/2-way solenoid valve
DN40 40,50,63
DN50 63,80
@ GV300 series Pneumatic Globe Control Valve DN15 -DN50
. Actuator Material/ Control Working Temp. of Temp. of .| Standard of Optional
Pic Function Portrange | o ceure | Pressure | Medium Ambient Body Material Pipeline interface |  Accessories
G (DIN 1S0228-1)
GV300 Mini cylinder DN15...DN50 | 2.0~5bar o0-10Bar  |-10~+90°C |10 ~+60°C Brass 58#-3 :H'ggi’-\?f Fren z]::‘:l:llglerridefor

actuator

Stroke Limiting

18



series GU300
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4 Dimensions [mm]
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Model A B C D E L
GV300A015 12 25 46 96 30 G1/8
GV300A020 3/4 31 52 108 38 G1/8
GV300A025 1 38 68 118 38 G1/8
GV300A032 1-1/4 48 83 162 46 G1/8
GV300A040 1-1/2 54 83 162 56 G1/8
GV300A050 2 66 103 180 68 G1/8




